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Product Information

Nasiol Headlight Restorer Kit is designed to
renovate oxidized and yellowed headlights easily
without the need for cutting compounds. It
effectively removes cloudiness and restores the
headlights' clarity, providing a brilliant and long-
lasting shine. Additionally, the nano ceramic
coating included in the kit offers protection
against UV rays, which helps to extend the
lifespan of the headlights by preventing further
oxidation and yellowing.

Application Surfaces

Headlights
Taillights

Fog lights
Directional lights
Polycarbonate
Plexiglass

Vinyl plastic

Instructions

@)

In order to access to the headlights, open the
hood.

Wash headlights with any type of car shampoo
and rinse well.

Tape the edges of the lens to protect the body of
the car.

Put on gloves and wet the headlight lens and
scrub with 500, 1000 and 2000 grit sandpaper
until it becomes cloudy.

One set of sandpapers (500, 1000, 2000 grit) is
sufficient to effectively restore a heavily oxidized
headlight.

Be sure to keep the lens wet during this part.
Then clean the surface with Nasiol Clean or any
type of cleaner which does not contain isopropyl
alcohol.

Before the next step, make sure that the
headlights and surroundings should be dry.
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o Put on clean gloves and fold the applicator pad in
four and pour the necessary amount of product
onto the applicator pad.

o The amountis recommended to be 1or 2 lines on
the pad.

o Clean the edges of the bottle and close the lid
tightly after use.

o Apply the product gently over the surface in one
way motion. There is no need to buff afterwards.

o Wait for 4 hours for drying and curing period at
room temperature.

o Curing by infrared or heat is not recommended.

o Keep the coated surfaces away from direct
sunlight, the elements, various types of
contamination, and water exposure for 24 hours.

Application Tips

o Nasiol Headlight Restorer has been developed for
both end users and professionals. Application to
a mid-size car takes 20-30 minutes. Ensure that
the temperature and relative humidity (RH) values
(+5C~+30C /41 F ~86F/50% RH) of the
application space are as close as possible to
suggested condition in order to obtain maximum
product performance.
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o If the ambient temperature or relative humidity
value is higher than suggested intervals / values,
the product may cure faster than expected. Avoid
direct sunlight during the application and only
work on cool surfaces.

o Before using the product, wear the protective
nitrile gloves included in the box.

o Shake the product gently before use. Open the lid
and pour the necessary amount of product onto
the applicator pad. Maximum 2 mL is enough for
headlights of a mid-car sized car.

o Headlights of 3-4 cars can be renewed with only
one product.

o Keep the coated surfaces away from direct
sunlight, the elements, various types of
contamination, and water exposure for 4 hours.

o Please wait 24 hours for the nano coating to cure
and become resistant to abrasion and chemicals,
before any detergent-based washing.

o During the curing time, contact of the coating with
water may cause staining. In this case, it is
necessary to scrub with sandpaper again.

o Once the product is cured, it is very hard to
remove the coating from the surface. In a such
case, product removal can only be achieved by
using a heavy cutting compound or wet sanding
with P1000 grit sandpaper.

Benefits & Key Features

Clear and new look

Improved visibility for safer driving
UV resistance

Easy to apply

Fast curing
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Specifications

Packaging 10 ml
Colorless to
Appearance yellow liquid
Durability 3years
Chemical Resistance Yes
Dry Film Thickness 800-1000 nm
Consumption per headlight 0,5ml
Density @23°C 0,96 g/cm°®
pH Value 6
Dry to Touch Time 2h
Curing Time 4h
Application Temperature 5°C-30°C
(<50%RH)
Coating Durability Temperature -20 to 55°
588 ppm

Volatile Organic Compound (%0,0588)

Consumption

10 ml 3-4 cars

Storage

To achieve high quality of coating, keep the
containers tightly closed in a dry, well ventilated
space away from heat and ignition sources, stored
at -3°C to +30°C. Shelf life of product is 12 months
from date of production when stored in unopened
container under suggested storage conditions. After
opening the container, it is recommended to
consume the product within 1 month. Make sure to
wipe the container edges and securely close it after
each use to prevent crystallization.
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Disclaimer

The technical information described in this
document is based on tests and other practical
experience that Nasiol believes are reliable. Nasiol
cannot guarantee anything but ready to use quality
of the product at the time of shipment, disclaims any
liability for product performance and incidental or
consequential damages, according to self-
implementation within the user’s knowledge, beyond
the manufacturer’s control. Please refer to the
Safety Data Sheet (SDS) before use of the product.

Users should consult Nasiol for guidance on the
suitability of specific applications. Nasiol reserves
the right to change the given data without further
notice.

3/2|V.000 | TECHNICAL DATA SHEET | NASIOL

Technical Data Sheet

Headlight Restorer Kit

ARTEKYA TEKNOLOJI LTD. STi.

TUBITAK MAM Teknoloji Serbest Bolge

Yeni Teknoloji Binalari D/Z Gebze / Kocaeli / TURKEY
+90 262 642 8154

info@artekya.com
www.artekya.com
www.nasiol.com




